
COLOUR PRINTER CLP 3635
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Your UTAX dealer

TECHNICAL DATA

The CLP 3635 is manufactured in accordance with the requirements 
of the ENERGY STAR Program. UTAX recommends the use of original 
UTAX accessories for trouble-free operation of your system. 
For recommended print media refer to the user manual.

Specifications subject to change without notice.
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SEEKING WORK AS SOON AS POSSIBLE.

That is sheer power: With 35 A4 colour and b/w pages per minute, the CLP 3635 colour laser
printer delivers excellent output quality at absolute top speeds. Ideally suited to medium and
high volumes of office documents, its potential applications are almost unlimited and its high
productivity, efficiency and long-term reliability really do impress everybody. The ability to pro-
cess paper weights of up to 220 g/m2, the intelligent trapping function, a USB host and a high
level of user friendliness make the CLP 3635 particularly interesting.  

DOCUMENT CONSULTING

GENERAL

Type Desktop
Function Print

Print technology Laser colour and b/w
Print format A4-A6R, max 216 x 356 mm, min 70 x 138 mm
Print speed max 35 A4 pages/min in colour and b/w,

duplex: max 35 A4 pages/min in colour and b/w
1st page colour: approx. 9 seconds*, b/w: approx. 8 seconds* 

Warm-up time approx. 60 seconds
Print resolution 600 x 600 dpi, max 9,600 dpi level x 600 dpi 

Paper feed 1 x 500 sheet universal cassette (A4-A6R), 
150 sheet multi-bypass (A4-A6R)

Paper weights Universal cassette 60-120 g/m², multi-bypass 60-220 g/m², 
duplex 60-120 g/m²

Paper output 500 sheet A4
Processor PowerPC 750FL/733 MHz

Print memory 256 MB RAM (max 1,280 MB RAM – 1 slot)
Interface USB 2.0, 10/100BaseTX, USB host, CF slot

Network protocols TCP/IP, IPX/SPX, Net BEUI, EtherTalk
Operating systems Windows 2000, XP, Vista, Server 2003/2008, Novell NetWare, 

Linux, Mac ex OS 10.2
Emulations PCL6, KPDL 3 (PostScript 3 compatible), PRESCRIBE IIc

Functions Duplex, barcode printing, private printing, management codes, 
direct printing from USB host, network data encryption (SSL)

DIMENSIONS/WEIGHT

Dimensions 512 x 345 x 518 mm (H x W x D)
Weight approx. 35 kg

ENVIRONMENT

Mains voltage 220/240 V, 50/60 Hz
Power consumption approx. 608 W in operation, approx. 91 W in stand-by mode, 

approx. 10 W in sleep mode
Noise level approx. 55 dB(A) in operation, approx. 36 dB(A) in stand-by mode (ISO 7779/9296)

Safety GS/TÜV, CE

*Depending on operating status.

CONSUMABLES

Toner Kit Toner kit black for 16,000 A4 pages according to ISO/IEC 19798, 
starter kit black for 8,000 A4 pages according to ISO/IEC 19798,
Toner kit cyan, magenta, yellow, each for 12,000 A4 pages according 
to ISO/IEC 19798, starter kit cyan, magenta, yellow, each for 6,000 A4 pages 
according to ISO/IEC 19798

OPTIONS

Paper feed max 4 x PF-500 (500 sheet universal cassette (A4-A5R)) 
or 4 x PF-510 (500 sheet multi purpose cassette (A4-A5R) for envelopes, 
thick paper (max 220 g/m²), labels and coated paper)

Other options HD-5A hard disk (40 GB), cabinet no. 55

Following in-depth analysis of all output systems used in the company, with our UTAX DOCUMENT CONSULTING
sales concept we create an offering precisely tailored to the customer’s needs. Using the very latest UTAX digital
systems in combination with practical software solutions from the DMS areas of archiving, form printing and
accounting, the entire output and document management becomes extremely efficient and costs are reduced.
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